JUDICIAL COUNCIL OF CALIFORNIA
COUNTY OF LOS ANGELES
BELLFLOWER COURTHOUSE ROOF REPLACEMENT

10025 FLOWER STREET, BELLFLOWER, CA 90706

1. REFERENCING OF DETAILS AND KEYNOTES ARE FOR CONVENIENCE ONLY. ALL 8. CONTRACTOR SHALL NOT PROCEED WITH ANY DEMOLITION, ADDITIONS AND
DETAILS AND KEYNOTES PROVIDED WITHIN THIS SET OF CONSTRUCTION CONSTRUCTION_WITHIN ANY PROJECT SITE AREAS AND STRUCTURES IF_ANY T-1  TIULE SHEET, SITE PLAN, CODES AND NOTES
DOCUMENTS SHALL APPLY TO ALL TYPICAL LOCATIONS. THIS DETERMINATION CONFLICT EXISTS WITHIN THE CONTRACT DOCUMENTS OR PROJECT SITE AREAS ° AT HE RATE OF ©® xsTNG OWNER FURNISHED,
SHALL BE MADE BY THE ARCHITECT. AND _STRUCTURES, IF CONTRACTOR PROCEEDS WITH ANY DEMOLITION, ac ASPHALTI® CONCRETE £l EXPANSION JONT TINER INETALLID"
2. ALL ITEMS SPECIFIED AS “(N)” SHALL BE C.F.CL (CONTRACTOR FURNISHED ADDITIONS AND CONSTRUCTION WITHOUT PRIOR CLARIFICATION OF CONFLICTS o Aousheme BECT  ELECTOAL 0FD.  OVERRLOW ORAN ARCHITECTURAL
CONTRACTOR INSTALLED). FROM THE ARCHITECT, THEN THE CONTRACTOR SHALL BE RESPONSIBLE FOR AD. AR DRAN £, EQUAL o e
3. ALL ITEMS SPECIFIED AS “(E)" ARE EXISTING. mmwﬂ,ﬂm AL mmﬁmﬂﬂ NECESSARY TO CORRECT THE ISSUE AT NO ADDITIONAL 00 ADJSTABLE Fo. FLOOR DRAIN - . » A-2.1  FLOOR PLANS
4. ANY ITEM THAT IS NOT SPECIFIED AS EITHER “(N)” FOR NEW OR “(E)" FOR : AFF. ABOVE FINISHED FLOOR FF. FINISH FLOOR [ PANG HARDWARE
EXISTING SHALL BE CONSIDERED NEW AND C.F.C.. (CONTRACTOR FURNISHED O R REMAN [ Fohop - FOR PROTECTNG ALL EXISTNG MATERIALS i 5y P el S A=2:2 PENTHOUSE FLOOR PLAN
CONTRACTOR INSTALLED). . . " PTD. PANTED °
5. CONTRACTOR w%#»u%ﬁ%ur%w CONSTRUCT ALL REQUIRED IV WITHIN 197 ERRRRE RGOS SHHR T CONTHACT pocuents rraT e R R TR e A-5:1 MAN ROOF (FIFTH FLOOR) DEMOLITION RODF PLAN o2
y SPECIFY ANY ITEM AS OWNER FURNISHED, OWNER INSTALLED, OWNER ! RUBBER BASE N
CONTRACTOR SHALL PATCH, REPAIR AND REPLACE ANY AND ALL ITENS PROVIDED, N e Em&,zmxmo ANSHED ,zmﬁrrmoz DISTRICT nﬂusomo R e AR e MeereT RODF DRAN A-52  MAIN ROOF (FIFTH FLOOR) NEW WORK ROOF PLAN olg
NECESSARY TO REPAIR ADJACENT STRUCTURE. UTILITIES AND FINISHES TO FURNISHED BY OTHERS, INSTALLED BY OTHERS, PROVIDED BY OTHERS, ETC., CAB.  CABINET FV, FIELD VERIFY SUSPENDED ACOUSTICAL TILE u
MATCH THE EXISTING CONDITION. _IF THE EXISTING STRUCTURE, UTILITY AND BUT IS SPECIFIED AND/OR DETAILED WITHIN THE CONTRACT DOCUMENTS SHALL CERT.  CERAMIC TLE GA. GAUGE SMLAR A-5.3  PENTHOUSE ROOF DEMOLITION ROOF PLAN w
CAY TS S YOI LIS O/ T ST o S CECL GO riies Civelor S o S Smi. L o S e -
Q SUBMISSION OF BID THE CONTRACTOR ACKNOWLEDGES THAT ALL WORK AND CLG. CEILNG GYP.BD,  GYPSUM BOARD STANLESS STEEL A-5.4 PENTHOUSE ROOF NEW WORK ROOF PLAN 0| o
USED AS ACCEPTED BY THE ARCHITECT AT NO ADDITIONAL COST 10 TiE ITEMS SPECIFIED WITHIN THESE CONTRACT DOCUMENTS SHALL BE INCLUDED aR  GLEAR HC HOLLO CORE STANLESS o 8
CT. IF THE CONTRACT DOCUMENTS SPECIFY DIFFERENT STRUCTURE, WITHIN THERE BID EXCEPT AS EXCLUDED WITHIN THIS NOTE. o CENTER LINE oF HM. HOLLO METAL A-10.1 TYPICAL ROOF DETALLS =l
UTILITIES AND FINISHES THAN THOSE EXISTING, THEN THOSE SPECIFIED SHALL co.  oEAN oUT INSUL INSULATION TOP OF CONCRETE OR CLRB £
BE USED FOR THE PATCH AND REPAR. coL  coLuM LAV, LAVATGRY TOP OF RIDGE A—10.2 TYPICAL ROOF DETALS
6. ANY DAMAGE THAT MAY OCCUR TO THE EXISTING PROJECT SITE AND CONT.  CONTNUOUS LP. LAMINATED PLASTIC TOP OF SHEATHING -
STRUCTURES AS A RESULT OF THE CONTRACTORS WORK AND/OR NEGLIGENCE R R S Toea
CONDITONG. It i BASTING STRUCTURE, T AND. FINSH MATERALS FoR Crol  camACIos rmseD N MNWOM uneoRl suuoi cooe
UNLESS NOTED OTHERWSE y,
SITE AND STRUCTURES ARE NO LONGER AVAILABLE AND/OR NOT PERMITTED BY ot CONTRACTOR INSTALLED - MiST. xmnm;zsﬁ VINYL TLE g3
CODE, THEN DIFFERENT MATERIALS OF EQUAL OR GREATER VALUE SHALL BE cr ceralic e N W 1
USED' AS ACCEPTED BY THE ARCHITECT AT NO ADDITIONAL COST TO THE oo oemaL " New WATER CLOSET 28
DISTRICT. IF THE CONTRACT DOCUMENTS SPECIFY DIFFERENT STRUCTURE, oM DIMENSION NOY ARFLICABLE Wooo es
UTILITIES AND FINISHES THAN THOSE EXISTING, THEN THOSE SPECIFIED SHALL Py DOOR NOT IN GONTRACT WNDOY 88
BE USED FOR THE PATCH AND REPAIR DS, DOMNSPOUT ON CENTER WATER HEATER 28
7. CONTRACTOR SHALL REVIEW THE CONTRACT DOCUMENTS, PROJECT SITE AND s, DRAWNG QMer FURNsHeD, (i WATERPROOF g2
STRUCTURES THOROUGHLY AND FAMILIARIZE HIMSELF WITH ALL CONDITIONS EA EAGH CONTRACTORINSTALLED g, WATER RESISTANT
PRIOR TO BEGINNING OF ANY WORK.
g
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VICINITY MAP APPLICABLE CODES
PARTIAL LIST OF APPLICABLE CODES AS OF January 1, 2014*
2013 California Administrative Code, Part 1, Title 24 C.C.R.*
2013 California Building Code (CBC) , Part 2, Title 24 C.C.R. A
(2012 International Building Code Volumes 1-2 and 2013 California Amendments) =
" 2013 California Electrical Code (CEC) |, Part 3, Title 24 C.C.R m 3
i (2011 National Electrical Code and 2013 California Amendments) ., &
2013 California Mechanical Code (CMC) Part 4, Tille 24 C.CR. KEYNOTES: Owi 8
(2012 Uniform Mechanical Code and 2013 California Amendments) () TRASH CHUTES AND TRUCK MOUNTED DUNPSTER LOCATION L 11 88
i 2013 California Plumbing Code (CPC) , Part 5, Title 24 C.C.R. DURING CONSTRUCTION HOURS, CONTRACTOR SHALL COORDINATE = M M
(2012 Uniform Plumbing Code and 2013 California Amendments) WITH THE ONNER AND GET APPROVAL FROM THE OWNER. N_ oz S
B 2013 California Energy Code (CEC) , Part 6, Title 24 C.C.R.* . w oo
SITE o' I 2013 Galfornia Fi Code, Part 9, Till 24 C.CR. © eomicon e B 0T NSRS [SRORN
(2012 International Fire Code and 2013 California Amendments) OWNER.. w b4 _.ﬁ_w W
- 2013 California Green Building Standards Code, Part 11, Title 24 C.CR. o A o ﬂ
o 5
Title 19 C.C.R., Public Safety, State Fire §mﬁjm_ Regulations. - D w ﬂ
2007 ASME A17.1 (w/A17.1a/CSA B44a-08 addenda) Safety Code For Elevators -_ O w o
And Escalators Oldog
e I
- " - PARTIAL LIST OF APPLICABLE STANDARDS w IS .nm W
NFPA13  Aulomatic Sprinkler Systems 2013 Edition o545
NFPA14  Standpipe Systems (@) > 3a
NFPA17  Dry Chemical Extinguishing Systems. o [ o M
NFPA 17a Wet Chemical Systems - m (s}
NFPA20  Stationary Pumps P4 Z £z
& NFPA22  Water tanks for Private Fire Protection 2013 Edition O35
NFPA 24 Private Fire Mains 2013 Edition C O H 8
— = NFPA72  National Fire Alarm Code 2013 Edition =032
" NFPAB0  Fire doors and Other Opening Protectives 2013 Edition a o
- i NFPA 92 Standard for Smoke Control Systems 2012 Edition o o
NFPA 253 Gritical Radiant Flux of Floor Covering Systems 2006 Edition =)
NFPA 2001 Clean Agent Fire Extinguishing Systems. 2012 Edition
ICC 300 ICC Standards on Bleachers, Folding and Telescoping 2012 Edition
b 4 i Seating and Grand stands )
[ 1 "5 B s UL 300 Fire Testing of Fire Extinguishing Systems for Protection 2005 Edition ==
HE TSR T Of Resamuan Coing Aece .
UL 464 Audible Signal Appliances 2003 Edition w
UL 521 Heat Detectors for Fire Protective Signaling Systems 1999 Edition = =
w- O
SCOPE OF WORK CONSULTANTS wg z
7na =
w w <<
—— = o
520 . MOUNTAI AVE, SUITE 200 =R
IN GENERAL, REMOVE THE EXISTING TWO PLY APP MODIFIED, TORCH APPLIED ROOF ARGHITECT DC ARGHITECTS | RICHARD DUNCAN Craniebeekcs LN e
SYSTEM. REMOVE ALL EXISTING FLASHING AROUND ALL VENTS, AIR VENTS, PIPES, T oo 226 [a]
CONDUITS, VENT FLUES, REMOVE ALL EXISTING ROOF DRAINS. TO RECEIVE NEW - Q
FELT BACKED 80 MIL THERMOPLASTIC PVC MEMBRANE ROOF MATERIAL OVER 1/2 O
INCH DENSE DECK APPLIED OVER (E) INSULATING CONCRETE, AND INSTALL NEW
FLASHING ARQUND ALL EXISTING VENTS, AIR VENTS, PIPES, CONDUITS, VENT FLUES,
INSTALL ALL NEW ROOF DRAINS/OVER FLOW SCUPPER PLASHING ALL ACCORDANCE —
TO THE DRAWINGS AND SPECIFICATIONS. H - ©
8| =| g
| 2 3
2. |2
SEE A5.2 AND A5.4 FOR ADDED ALTERNATE ITEMS. 2 : m_l_lm v Z ~
SITE PLAN FOR REFERENCE ONLY NOTTO SCALE
NOT TO SCALE 11/22/16)
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A0
A5 REQD (E) NALLER TO REMAIN .
LAoDER SIM, NO NAILER \
I I (E) CONC PARAPET r REMOVE (E) SEALANT & BACKER ROD Omzmx%ﬁ NOTES FOR ALL
AT BOTTOM (E) CONC CURB r—=— DETALLS:
Hoors. 3/8'X3" GALV. STEEL B REMOVE (E) CAP FLASHING
Flar BaR TYRICAL !
CONT SEALANT < B 1. DETAILS ON THIS SHEET ARE TO
CAGE VERTI ¥ [ N, ot ek PVC ROOFING & FLASHING é SHOW ATTACHMENT OF ROOFING
- . COMPONENTS. THE (E)
R 2 X 2% L x1/4" GALy. REMOVE AND REPLACE a
Ml 75\ e R e o5 o (E) NETAL caP . SUBSTRATE UNDER () ROOF |
. FLASHING W/ (N) - C ¢
FACE OF WALL ‘ megu;rw&ﬂwog,ﬁagzé , FIELD VERIFY (E) CONDITION
PLAN 35172 BlD PR loc s (N) TRAFFIC COATING - - , BEFORE_INSTALLATION OF NEW
=T 2713 TYP. AT EACH 4 1/2” DENSDECK ROOFING COMPONENTS.
BENT PLATE OVER (E) TRAFFIC .
@ COATING TYP 2. REFER TO ROOFING
o (E) CONC WALL (E) INSULATING CONC SPECIFICATIONS FOR ADDITIONAL
G aee F 0P OF - [NoTe: owm crossover i - W/ RIGID INSULATION INFORMATION.
SecTion o THe DECKING 45 e PLNEDRM A AL R ‘ BOARD TO REMAIN. 3. ALL ITEMS IN DETAILS ARE NEW
RIGHT T 3/8 X 5 AN STERL FUAT BAR = — - 2 4 mmmw%m_u s%mmmmﬂooﬂ . :zrmwm ODImmz,Mm NOTED
r TG 4 o b - E 3 . ALL FASTENERS EXPOSED TO
. A x . > — PLANS WEATHER SHALL HAVE
C — - EXPANDED METAL DECKING % 4 F .
FEH e CROSSOVER' TP, B |36 ABOVE ToP OF PARAPET - 4 4 s L NEOPRENE WASHERS AND PER
w»hvm ﬂwuo.vm\ o BRACKET, |4 p ROOFING SPECIFICATIONS.
STEEL i O sEE DET ] 2 o
SRS YR 15 5 w3 e () LTWT coNe FILL — \/\ NOTE:
== EN 3 - (E) CONC ROOF SLAB ALL ITEMS ARE NEW,
ge \ -/ g 20 UNLESS OTHERWISE NOTED
B g \E o i
H K
FOR CAGE £ SCALE:
(s ) ¢ : SECTION THRU CURB & PARAPET | i | 1
L @ B
T W»ﬁﬂ.( CAGE, @ TYe.
LD AL g
| deeERs A . H HILTI EXP ANCHOR, KB3 3/8"¢ @ 32" (E) CONC WALL
§lg o s : Rk ace, wmmhﬁ. 4 i 0C (2.5” MIN EMBED) e
= - 2 5 L st ° ‘w ém 3x SHAPED P.T. WOOD NAILER 4 é
. & - 4 2 [ P
ELARER, e —1 I * e FEaE &| j REMOVE (E) SEALANT & BACKER ROD | S
T 4 E « S . 4 REMOVE (E) SEALANT & BACKER ROD
i 2 x 1 oA, sEEL §
e I = PR ) St 8 H (E) NAILER TO REMAIN |
} o . =
B Tt e e REMOVE (E) COUNTER FLASHING , REMOVE (E) COUNTER FLASHING
» e 2 —1/2" E) WD NAILER TO REMAIN
: Pt PVC ROOFING AND BASE FLASHING PER o
P BENT PLATE SPECIFICATIONS SINGLE PLY ROOFING, BASE FLASHING
| — Laooer, see b " "
SECTION TO -~ 1 DA RUNGS ® 12° 0. R 1/2” DENSDECK
L—] THE RIGHT —— | ™ () conc wALL 1/2" DENSDECK
P 1 (E) INSULATING CONC W/ (E) INSULATING CONC 8x
(I E; RIGID INSULATION BOARD W/ RIGID INSULATION I
20" - = BOARD EH
— T Je : 7 < (E) CONC ROOF SLAB (E) CONC ROOF SLAB i
E H 3 E Sz
; |, e. o i
2 wax * I " S =
LADDER SECTION " e TS
/o) e e 2 B s e s
FRONT ELEVATION— SIDE ELEVATION(— VRN R 10 e g
Z_ &
283
Eud
y L 3 ZE ]|
ROOF LADDER AND PROTECTION CAGE PLAN & ELEVATIONS mm»Wmo,?m 9 ROOF PARAPET AT PENTHOUSE mm»Wmo,?m 6 ROOF/WALL SECTION _ mm?mmo,?m _ 2 332
Transluscent 8
$/6° DIA, SINPSON TITEN HD SCREW ANCHORS 024" ; outer_dome, see !
0.C. EA WAY WITH MIN 2-1/2" EMBED PER ICC ESR Firades "oluminum one. inner seal specifications Acrylic inner dome =
2713, W/ NEOFRENE WASHER TYP. (FOR PLYWOOD DECK <Butyl outer seal
Qs o et Y e o —o |
0 RENAIN A S): ALTERNATES 4 3 %' EPOM foom with %Ewk&%ﬁﬂ@o, Roofing and flashing, [___J = =
pressure sensitive adhesive, s = see_detail &g z
GALVANIZED METAL CAP FLASHING MIN 24 GA i 8
HEMNED EDGE TYPICAL Thermal barrier ‘. o o m 3
SARNAGLAD NETAL FLASHING INSTALL PER see specifications B L N_ ﬂ 23
3 ROOF i o
AR / VAPOR BARRIER #8 or larger stainless E - - [SRON <
° SARNAFIL FLASHING STRIP, steel, self—drilling B L LZb3
4 . . HOT-ARR WELDED fosteners @12 o.c A o<egs
SRR (M e “ e e e max W/ neoprone domaged/rones @D
SR A e s : c vosten et drmson dien s e Outside curb # 50%¢8
g B . i i ?
. : screw anchars with Dimension -2y
3-1/2" MIN_EMBED, AND PER R “ min 3—1/2" embed Actug] inside of CM frome re %" lorger 5 L EE
NANUFACTURER'S RECONMENDATIONS 4 per ICC ESR 2713 typ. than curb size dimensions kylight ° o545
. ) sfrdcruraL oeck - « (E) 5" thick conc Skylight Is approximotely 4'~0"ide x10'— o W S &
- A curb Contractor shall i c 2
— E— verify existing curb condition before manufacturing J4Zulg
OGRS e et ENLARGED CURB DETAIL he suyigh SECTION 38%
SECURELY AN =
NOTE: METAL CAP FLASHING MAY BE INSTALLED WITH BOARD TO REMANN, DL 12VIN OO0z 8
Aaves dopRove) B ThE dncureer SEE ROOF PLAN 00 &
CONTRACTOR SHALL SUBMIT PRODUCT INFO AND CUT T a7
oNTIACTor SLL SuBT FRGBIcT o SKYLIGHT SECTION & ENLARGED CURB DETAIL | &, . _ 3378
=
SELF-FLASHING UNIT
T o o o0 o oo SCALE: ADDITIONAL WOOD BLOCKING, IF REQUIRED
ﬁ ° o & ° —H;mJA Zo >|ﬂ moc_vgmzq OOZO T>U _ NO SCALE ._O SARNAFIL MEMBRANE (TO ACHIEVE AN 8 IN. MIN. FLASHING HEIGHT)
: : REMOVE (E) BIRD SCREEN HOT SPRIFED SARNAFIL SECUREENT CROMMETIED FASTENER 12 INCHES O.C.
° e S ’ 3 METAL EXTENDER PIECE IF REQUIRED (SEE NOTE,
L o il S . REPLACE W/ 2 GA GALV WIRE SARNAFIL FLASHING MEMBRANE ES ( )
s, . Xmmx W/1/2" GPNG'S, INSTALL ADHERED TO ACCEPTABLE SURFACE - SARNAFIL FLASHING TO ACCEPTABLE SUBSTRATE
o o o / SMS W/NEORRENE WASHER, 4 »
T % % o / s % MATCHING (E) SPACING TYPICAL () 2 1/2" DEEP ALUM 3 SPECIFIED SARNAFIL SECUREMENT 2
© v v v oo o) sw puTE BOTH SIDES . WIDTH VARIES 1 DECKING TO REMAIN METAL CAP FLASHING : HOT-AIR WELD 5
. 1/2" DENSDECK SARNAFIL MEMBRANE =
=
I e =T (E) INSULATING CONC 1/2" DENSDECK PER O
NOTE: & =¥ (B) L3545 W/ RIGID INSULATION SPECIFICATIONS L
ANCHOR CBI2 (12° LONG) IS SHOWN FOR ILLUSTRATION, LONGER ANCHORS SHALL 2 @Q BOARD n
BE USED AS REQ'D TO ASSURE THE TOP OF ANCHOR IS MIN 6" ABOVE THE ROOF 9 AR
AND CLEAR OF ANY FLASHING, ETC. CONTRACTOR SHALL FIELD VERFY THE # m P B — - =
SIZE/LENGTH REQUIRED. LONCER ANCHORS WAY HAVE LARGER STEEL ANCHOR 5| & 1 L (E) TS3.5x3.5 (TYP .
PLATES, SEE SPECIFICATIONS FOR ADDITIONAL INFORVATION. " © © PPE W/ (E) TS3.5x3.5 (TYP) . <
H g INSULATION” —1] P E) LT WT CONC TOPPING . T -1 - — = - - 3 - = = =
E { wwnmm;zz { 1 T b < CONC SUBSTRATE % L9 B P STRUCTURAL DECK ~ -~ =
mmw CONC ROOF SLAB S P — — g z
/ k% 7 L——TREATED WOOD BLOCKING 7 (E) INSULATING CONC W/ RIGID g 2 m
— REWOVE (& MA T POCKET NOTE! SECURELY FASTENED NOTE: INSULATION BOARD E S |z
& ,zmimruz mgmzzo 1) NAILERS SHALL BE SECURELY ANCHORED TO THE DECK TO RESIST 1) METAL EXTENDER PIECE IS REQUIRED IF EXISTING COUNTERFLASHING IS B |2 |z
N) A FORCE OF 300 POUNDS PER LINEAL FOOT IN ANY DIRECTION. CONTAMINATED AND OR COUNTERFLASHING FASCIA IS LESS THAN 4 INCHES
(TYP), SEE ROOF PLAN WIDE. FASTENED 12 INCHES O.C. WITH GROMMETTED FASTENER. > AO N
SCALE: SCALE: SCALE: 3
ANCHOR AT ROOF [ %%, | 16]TYP PIPE SUPPORT W/SUN COVER AT ROOF | &% [ 13 EQUIPMENT SUPPORT | i&Guc | 8 REMOVABLE CURB FLASHING | 25, | 4 [T1722/16




O KEYNOTES
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LEGEND

— = o= DESIGNATED PATH TO ROOF AND CONSTRUCTION AREA. PROVIDE

CONSTRUCTION. THE FLOOR, PROVIDE 1/2° FLYWOOD OR

1/2° PARTICLE BOARD. FOR WALLS AND GEILING, USE 10 NIL

P
\‘Q DESIGNATED ELEVATOR 70 BE USED FOR CONSTRUCTION.
Z

ISSUE FOR
7/5/2016
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(909) 985 - 0864 FAX

(909) 985 - 6939 OFFICE
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820 N. MOUNTAIN AVEN!
SUITE 200

COUNTY OF LOS ANGELES
BELLFLOWER COURTHOUSE ROOF REPLACEMENT
10025 FLOWER STREET, BELLFLOWER, CA 90706

JUDICIAL COUNCIL OF CALIFORNIA|

GENERAL NOTES

NO SCALE

FIRST LEVEL PLAN

1

NOTES:

THE PURPOSE OF THESE PLAN IS
TO SHOW THE DESIGNATED PATH
TO PROJECT WORK AREA (ROOF)
ONLY. FOR SCOPE OF ROOFING
WORK SEE ROOF PLANS.

FLOOR PLANS
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O  KEYNOTES

7/5/2016

ISSUE FOR

FOR BID

(909) 985 - 0864 FAX

(909) 985 - 6939 OFFICE
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g
H
H

LEGEND

— e o= DESIGNATED PATH TO ROOF
CONPLETE PROTECTION FOR

CONSTRUCTION AREA. PROVIDE

BY CONTRACTORS DURING
. PROVIDE 1/2" PLYNOOD OR
1727 PATOLE HOARD. " FOR WALS AND GEIING. USE 10 M
FLASTIG_SHEETS, TAPED/ANCHORED T0 WALL AND TO

UNDET
DEVEC

WL
THROUGHOUT THE COURSE OF CONSTRUCTION.

DESIGNATED ELEVATOR T0 BE USED FOR CONSTRUCTION,

N

COUNTY OF LOS ANGELES
BELLFLOWER COURTHOUSE ROOF REPLACEMENT
10025 FLOWER STREET, BELLFLOWER, CA 90706

JUDICIAL COUNCIL OF CALIFORNIA|

GENERAL NOTES
NOTES: Wz
THE PURPOSE OF THESE PLAN IS 23
TO SHOW THE DESIGNATED PATH oo
TO PROJECT WORK AREA (ROOP) = m
ONLY. FOR SCOPE OF WORK SEE Zo
ROOF PLANS. ag

»
P
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NO SCALE FOURTH LEVEL PLAN | 1 11/22/16]




O KEYNOTES

241-6" 1 BUSTING, SHEET METAL COPING 10 B REMOVED AND

1090 1

5 (E) TRAFFIC COATING TO REMAN
™ REMOVE (E) METAL CAP FLASHING ON
& REMOVE ALL EXISTING PITCH_FOCKET FLASHING. NASTIC_AND

- e

|

o)

‘i
5 9

N2
@} JOOR THRESHOLD.
DOOR THRESHOLD FOR INSTALLATION om sz

REMOVE (€) ROOFING
METAL EXPANSION JOINT COVER FOR REMOVAL

Do
RS

o)

JUDBE'S
()37 HBRARY

NG AND NSTALLATON OF (N) ROOTING. AND

—E
©

|
EErER]
|
|
P
PO

S

s%

=
(@
|
)
R
2l
@ 3
gﬂ
®

L RISER T0 REMAN. REMOVE (E) PITCH POCKET
) FLASHING AT BOTTOM OF RISER
SCUPPER THRU LOW PARAPET WALL — REMOVE (E)

<
[l
m
£
3
[O5

® 21 (€) VENT THROUGH ROOF TO REMAIN. REMOVE ALL FLASHING
IN THERE ENTIRETY 0 RECENE NEW FUASHING FER THE NEW
ROQFING PLAN
22 (6 CONDENSER O cONC PAD To FEVAW, REOVE AL

H STEEL PIPE RALING W/ STEEL POSTS AT
£5'-0" 0.C. TO REMAN. RENOVE (E) PITCH POCKET AT
BOTIOM OF RALING POST (TYP, SIM TO 13/A10.2)

25 RENOVE (E) ROOFING VENT (TY). CONTRAGTOR T0 VERFY

RO}
‘E
&
©
B
|
LI eIt
2 ®
3
©
3
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2
ISSUE FOR
7/5/2016

FOR BID

+
RN
]

(@stope Qo

ET NETAL COUNTER FLASHING ON WAL IN
WHERE RODFING MEETS BUILDING

(909) 985 - 6939 OFFICE
(909) 985 - 0864 FAX

ROOFING 1S INSTALLED.
ON 31. (E) MULTIPLE PIPES, CONDUITS, ETC. ON ROOF IN THS AREA

70 REMAIN (NOT SHONN ON PLAN) — CONTRACTOR T0 FIELD
VERIFY LOCATIONS AND QUANTITIES. RENOVE AL FLASHING
FOR. INSTAILATION OF NEV ROQFING.

SUITE 200

REMAIN.

3|
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@ 32. (€) METAL COUNTER FLASHING AND SEALANT IN (€) KERF TO

T

820 N. MOUNTAIN AVENUE
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AR mﬁw o) «Imﬂuﬂv m =] O ¥ j—® ROOF LEGEND

~————  SLOPE OF THE EXISTNG ROOF T0 THE ROOF DRAINS

(@siope @gsiore @siope (@on (@sione (Esiore @ ENSTING  APPROXMATE PTCH OF THE EXISTHG ROGF
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IO 33) e (@) Ol ORV  RooRNG veNT
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TYP. TYPICAL ITEM MEANING THE SAME DESCRIPTION REPETITIVE

I
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DICIAL COUNCIL OF CALIFORNIA
COUNTY OF LOS ANGELES

BELLFLOWER COURTHOUSE ROOF REPLACEMENT
10025 FLOWER STREET, BELLFLOWER, CA 90706

{ | BXISTING GRAVEL SURFACED BULT-UP ROOF TO BE
— RENOVED
lor

N () CONC WAL, THICKNESS VARES

MAIN ROOF (FIFTH FLOOR) | JY
DEMOLITION ROOF PLAN

o

2015053
04-2016
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® ® ® ® ® @ ® ® ® 0 ® o ©

P
&

/3" = - MAIN ROOF (FIFTH FLOOR) DEMOLITION ROOF PLAN [ 1 11/22/16




O KEYNOTES

241'8" GENERAL NOTE: ALL ITEMS ARE NEW UNIESS QTHERWISE NOTED \

1 NEW CLAD METAL FLASHING PER ROOF NANUFACTURERS AS
DETAILED AND PER ROOF MANUFACTURER'S SPECIFICATIONS
TYPIGAL.

2 NEW FELT BACKED B0 MIL THERMOPLASTIC PVC MENBRANE

FOR RESTORATION OF 25% OF TOTAL AREA WHERE (E)
ROQFING IS REMOVED.

GENERAL NOTES: REMOVE (E) INSULATING CONCRETE AND INSTALL NEW LIGHT

WEIGHT CONCRETE PER_SPECIFICATIONS WHERE EXISTING IS
WATER DAMAGED (LOCATIONS 10 BE DETERMINED N FIELD).
PROVIDE ALLOWANCE FOR 20 CUBIC YARDS OF INSTALLATION

PROVIDE ALL_LABOR, MATERIAL, EQUIPMENT AND SERVICES AND_PERFORM

ALL 'OPERATIONS! REQUIRED FOR COMPLETE WORK END RELATED WORK AS OF (N) LIGHT WEIGHT GONGRETE.
DESCRIBED AND 'SPECIFIED HEREIN, AND AS WAY BE REASONABLY MPLIED AS 3 NEW DRANS, DONES AS DETAILED AND PER SPECIFICATIONS.
FEGEST 1O QOPLETE THE WORK I ALL RESFEOTS SEE ADDED, ALTERNATE BELOY.
4 (£) MECH DUCT & SUPPORT SHALL REMAN. AT BOTTON OF
DUCT SUPPORT POSTS INSTALL NEW FLASHING AS DETALED
2 JogSIE hePECon WUST BE CONDUCTED 10 BME EXSTIG colomoNs ST PER Ror VOSLPALIUREIS SPEGREATONS 15, RElovE
CONPLETED P szQ AND REPORT ALL UNSATISFARTORY CONDINONS PRIOR BIRD SCREEN EACH SDE OF DUCT WITH
LEyEER T 8 S B TRGRITERO S o Stoucres g
THAT ARE INTENDED T0' REMAIN. ANYTHING DAMAGED AT TIWE OF WORK IS \TATTIC COATING OVER () COATING PER
T mﬂ»mgxmmxzu\% FEPLCED T0 IATOH E{STNE CONSTRUCTION AT B R T PiND AL FIPES, CONDUTS, YENT FIPES AS
CONTRAGTOR'S EXPENSE. DETAILED AND' PER ROOF MANUFACTURERS SFECIFICATIONS.
! 7 BISTHG EEUUST FANS AND GRATIY VTS TG, RO,
3 AL MATERIALS fROM DEMOLITION SHALL BE REMOVED FROM THE STE BY PROVIDE NEW FLASHNG AROUND VENTS AS"DETAILED AND PER
GENERAL stmmsm OR SUB CONTRACTOR ‘UNLERS OTHERWISE. NOTED. ROGFING MANUFAGTURERS SPECIFICATIONS,
i 5 INTALL SIVATRED WALK P40 3'-0" W TYPIoH. Per
SPECH 5.
@Ns 5. EE& 9 INSTALL (N) DOOR THRESHOLD TO MATCH () PER DETALS
OTHERIISE NOTE]

. PATCH AND_REPAR ALL WAL GEILING, AND FLOOR! FINISHES, £TC T MATCH
(€) I THEY ARl AFFECTED/DAWAGED 'SY CONSTRUCTION. WoRK Tveical”

7. ROOF_AND PARARET ELEVATIONS CALLED OUT ON_PLANS ARE BASED ON
AS-BUILT PLANS| AND THEY ARE FOR REFERENCE DNLY.

7

PER ROOF MANUFACTURER'S SPECFICATIONS.
@ 14 EXISTING COOLING TOWER AND PLATFORM TO REMAN. INSTALL

15 INSTALL SILICONE SEALANT T SEAL MULTIPLE PENETRATIONS

OF CONDUITS AND PIPES THRU (€) WINDOW OPENINGS PER
SPECFICATIONS. CONTRACTOR FIELD VERIFY GUANTITEES.

16 (E) CONDENSER OVER SLAB BASE TO REMAN, INSTALL
CROSS—GRIP WIALK PAD UNDER THE CONDENSER

17 INSTALL (N) SKYLIGHT PER DETAL 3/A10.2 AND PER
SPECIFICATIONS, TYPICAL

16 (E) BOILER STACK AND CURBED OPENING TO REMAN, NSTALL
NEW FLASHING AROUND EXISTING PLATFORN AS DETAILED AND

7/5/2016

PER ROOF NANUFACTURER'S SPECIFICATIONS

19 (F) ELEGTRICAL RISER To REMAN. INSTALL HEW FLASHING
AROUND RISER AS DETALED AND PER ROOF MANUFACTURERS
SPECICATIONS

20 (E) ROOF SCUPPER THRU LOW PARAPET WALL — INSTALL
METAL SCUPPER AS DETALED AND PER ROOF
MANUFACTURERS SPECIFICATIONS,

21 (£) VENT THROUGH ROOF TO REMAN. INSTALL NEW FLASHING

ISSUE FOR

FOR BID

s (£)sLoPE

(E)stope (E)store

+5'-0% 0.C. TO RENAN. INSTALL NEW FLASHING AT RAING

(909) 985 - 6939 OFFICE
(909) 985 - 0864 FAX

e-év 26 INSTALL NEW FLASHING AT BOTTON OF STAIR STRINGERS AS
. DETAICED AND PER ROOF WMANUFAGTURERS SPECIFICATIONS
STAR #5 (TYP).
27 (E) LIGHT FIXTURE MOUNTED ON ROQF TQ REMAIN.
UNINSTALL FOR ROOFING DEMOLITION AND REINSTALL AFTER
) (N) ROOFING IS INSTALLED.
28, INSTALL TWO—PIECE WALL MOUNT SHEET METAL REGLET AND
JNSTAL THD P YL Jour ST Nk R A
® GouNTeR FLISING o ML 4 OFTALED AND P ot

MEETS BUILDING WALLS,
@ 29, (E) PIPE/GONDUIT TO_ RENAN. LIFT OR_REMOVE TEMPORARILY
TO INSTALL NEW ROOFING, INSTALL PIPE SUPPORT AS
DETALED AND PER ROOF WANUFACTURER'S SPECIFICATIONS.
CONTRACTOR SHALL FIELD VERFY CUANTITIES AND LOCATIONS
OF ALL CONDUS,

30. EXISTING SATELLITE DISH AND PAN TO BE_LIFTED IN PLAGE
TENPORARILY TO' NSTALL NEW RODF MEMERANE AND NEW
CROSS—CRIP WALK TREAD. REINSTALL THE EXISTING SATELLITE

DISH AND PAN ONTO THE NEW CROSS—GRIF ALK TREAD
- (£ MULTIPLE. PIPES, CONDUITS, ETC. ON RODF I THIS AREA

1071-6"
SUITE 200

3|
g
H
3

820 N. MOUNTAIN AVENUE

|

c DETAILED AND PER ROOF MANUFACTURER'S SPECIFICATIONS.
32. NOT USED
33. INSTALL LADDER AND SAFETY CAGE TO CONC WALL PER
DETAIL 8/A10.2. FIELD VERFY EXACT LOCATION OF LADDER.

ol e.

+10'~0" O.C, TYP AT THE PERINETER OF MAIN ROOF, AND
TYP. WHERE INDICATED ON PENTHOUSE ROOF, PER DETAIL
U W R =1 16/A10.2 AND PER SPECIFICATIONS. CUT OUT (E)
oroN . of] BOILER_ROO) ELEVATOR WELLATAG CONCRETE #NC, i ISULATON B0k 15
e REQ'D FOR INSTALLATION AND BACK FILL HITH LIGHT WEIGHT
ISTAR ¢ EQUIENENT =1 e CONCRETE SIKA-QUICK 1000 PER SPECIFICATIONS,
I —O@w g B @ 35, LIFT (E) METAL COUNTER FLASHING TO INSTALL ROOFING
L_ e SIMLAR TO DET 18/A102. PATCH AND REPAR (E)
. COUNTER. FLASHING TO MATCH (£) AS REQ'D.

(B)sLoPE (E)SLoPE

(E)SLoPE (E)SLOPE =

@

DICIAL COUNCIL OF CALIFORNIA
COUNTY OF LOS ANGELES

BELLFLOWER COURTHOUSE ROOF REPLACEMENT
10025 FLOWER STREET, BELLFLOWER, CA 90706

ROOF LEGEND

————— SLOPE OF THE ROOF TO THE ROOF DRANS

@ renore sneos

O TP, TYPICAL ITEM MEANNG THE SAVE DESCRIPTION REPETTIVE

ELEC AT
{ | NEW FELT BACKED 80 MIL THERMOPLASTIC PVC
] 7 MEMBRANE ROOF MATERIAL TYPICAL

i o @W @w =R e —

+ 747+ ] WALK PAD — SARNATRED (SERRATED), SEE
+ SPECIFICATIONS
UPPER E) CONC WAL, THICKNESS VARES.

ETON o mnomﬁgmza LRl

o

H-@x
|

NEW WORK ROOF PLAN

MAIN ROOF (FIFTH FLOOR) | JY

o

ADDED ALTERNATE

2015053
04-2016

oRa

REPLACE DRAIN PIPES FROM ALL ROOF DRAINS AND ALL

E OVERFLOW DRAINS TO A LENGTH OF 10 FEET LONG, INCLUDING g
ANY ELHOWS WITHIN THE 10 FEET LENGTH. THE NEW DRAN PIFE H
SHALL WATCH THE SCHEDULE, SIZE, AND FINISHES, ETC OF THE

" m f S EXISTING. PROTECT ALL INTERIOR FINISHES WHEN WORKING IN
3 THE "ATTIC” TO REPLACE DRAN PIPES. PATCH CEILNG AND WAL >um 2
FINISHES, ETC. IF THEY ARE DAMAGED DURING REPLACEMENT OF .

PIPES.

/s - 1= MAIN ROOF (FIFTH FLOOR) NEW WORK ROOF PLAN [ 1 [11/22/16




® ® ® ® ® O] ® ® ® ) ® ® O ___KEYNOTES
1 EXISTING SHEET METAL COPING TO BE REMOVED AND
241'-8" D DISCARDED IN_ TS ENTIRETY, TYPICAL

2 RENOVE IN ITS_ENTIRETY THE EXISTING GRAVEL SURFACE HOT
ASPHALT APPUED BUILT-UP ROGF, IN TS ENTIRETY. REMOVE
(E) NSULATING CONCRETE WITH RICID INSULATION BOARD
WHERE 1 IS DAVAGED BY WATER. PROVIDE ALLDWANCE FOR 20
CUBIC YARDS OF REMOVAL.

5 RENOVE ALL EXISTING DRAINS AND DOMES IN THEIR ENTIRETY,
ROTO-ROOTER DRAIN LINE AND SCOPE EACH DRAIN LINE,

- ESPECIALLY THE FIRST ELBOW

4 (E) MECH DUCT & SUPPORT SHALL REMAIN. REMOVE (E) PITCH

5 (E) TRAFFIC COATING TO REMAIN. PREP FOR NEV WORK.
RENOVE' (E) METAL CAP FLASHING ON WALL.

6 REMOVE ALL EXISTNG PITCH POCKET FLASHING, WASTIC AND
FLASHING AROLND ALL PIPES, CONDUITS, VENT PIPES, TYPIGAL

7 EXISTING EXHAUST FANS AND' GRAVITY VENTS TO REMAN.
RENOVE' ALL_FLASHING IN THERE ENTIRETY TO RECENE NEW
FLASHING PER THE NEW ROOFING PLAN.

« :6;m«»rnucsm?lﬁ;zmsmm;zz:16
— FLASHING TO REMOVE (E) ROOFING
™ . 12 UNINSTALL (E) METAL EXPANSION JOINT COVER FOR REMOVAL

3
s scupper

all I O, @ OF (£) ROOFING AND INSTALLATION OF (1), ROOFING AND
R o:nwmni REINSTALL AFTER (N) ROOFING INSTALLED.

B
H® - PER THE NEW ROOF PLAN.  (E) MULTIPLE PIPES, CONDUIS,
@ ETC. ON ROOF IN THIS AREA TO REMAIN (NOT SHOWN ON

N jH_ 5 | _Hj i I " PLAN) — CONTRACTOR TO FIELD VERIFY LOCATIONS AND
k1 CoES,

scurref
15 INSTALL SLICONE SEALANT TO SEAL NULTIPLE PENETRATIONS
@) &) OF CONDUTS AND PIPES THRU (E) WINDOW OPENINGS
16 () CONDENSER OVER SLAB BASE TO REMAN.
17 REMOVE (E) SKYLGHT N ITS ENTIRETY, TYPICAL

ALU FLASHING IN THERE ENTIRETY T0 RECENVE NEW FLASHING

@ fc3552»z:%ms%mz%amzzzmzem
PER THE NEW ROOFING PLAN

®,
5 o BEMSONE P e (@ oo pocees

= AND ALL (E) FLASHING AT BOTTOM OF RISER

20 (E) ROOF SCUPPER THRU LOW PARAPET WALL — REMOVE (E)

) VENT THROUGH ROOF TO REMAIN, REMOVE ALL FLASHING
THERE ENTIRETY TO RECEIVE NEW FLASHING PER THE NEW
Ll
22 (E) CONDENSER ON CONC PAD TO REMAIN. REMOVE ALL

7/5/2016

w( 23 (E) PIPE THRU ROOF, REMOVE ALL FLASHING IN THERE
ENTRETY TO REGENE NEW FLASHING PER THE NEW ROOFING
PLAN

24 (E), 3'-6" H STEEL PIPE RALING W/ STEEL POSTS AT
+5'20" 0.C. TO REMAN_REMOVE (€) PITCH POCKET AT
BOTTOM OF RAILING POST (IYR,

25 RENOVE (£) RODFING VENT (TYF), CONTRACTOR TO VERIFY
QUANTITY,

26 RENOVE ALL (E) FLASHING AT BOTTOM OF STAR STRINGERS

o |
vl

E
]
g
b
3
g
3
S
g
ISSUE FOR

FOR BID

IGHT FITURE MOUNTED ON ROOF TO REMAN.

STALL FOR ROOFING DEMOLIION AND REISTALL AFTER
(M) ROOFING IS NSTALLED.

26, REMOVE (E) SHEET WETAL COUNTER FLASHING ON VIALL IN
5, ENTIRETY, THPIGAL WHERE ROGFING MEETS SUILOING

—— SEE A5.1 FOR MAIN |ROOF DEMOLITION WQORK —= * * 29, (E) ELECTRICAL CONDUIT ON WOOD BLOCKS. REMOVE ALL (E)

WOOD BLOCKS AND DISCARD. LIFT (£) CONDUITS 1 INSTALL
NEW ROOFINC.
30. (£) SATELLITE DISH ON ROOF TO REMAN. UNINSTALL AND.
DISCONNECT FOR INSTALLATION OF NEW ROOFING.
O~ et CONTRACTOR IS NOT RESPONSIBLE FOR RE—ORENTING DISH
—® FOR PROPER RECEPTION. REINSTALL/RECONNECT AFTER NEW
S ROOFING 15 INSTALLED.
(€) WULTIPLE. PIPES, CONDUITS, ETC. ON ROOF IN THS AREA
B 70" REMAN (NOT_SHOWN ON PLAN) — CONTRACTOR 10 FIELD
& VERFY LOCATIONS AND QUANTITIES. REWOVE ALL FLASHING
f FOR INSTALLATION OF NEW ROOFIG.
i Y

(909) 985 - 6939 OFFICE
(909) 985 - 0864 FAX

REVAIN

1971-6"
SUITE 200
UPLAND, CA. 91785
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PROVIDE AL LABOR, IVATERIAL_EQUIPHENT AND SERVK
ALL OPERATIONS RECUIRED FOR COMPLETE WORK AND 1

ES AND PERFORM
RELATED WORK AS
mm,moz»mz INPLED AS

NSPECTION HUST BE CONDUCTED T0, PXAMINEL
NECTIAND REFORT ALL INSATISFACTO

x

70 BE REPARED ANI/OR REPLAGED TO MATCH EXISTH

AL MATERIALS FRON| DEWOLITION SHAUL BE REMOVED
GENERAL CONTRACTOR OR SUB CONTRACTOR UNLESS

EXISTING_CONDITIONS
IPART OF THE
CONDITIONS PRIOR
£ DURING

OTHER STRUCTURES
(T TME_GF WORK IS
G CONSTRUCTION AT

FroN THE SITE BY
ITHERWISE. NOTED,

{TION_UNLE

HES, ETC To NATCH
WoRK Typical

ARE BASED ON

197}-6"

3®

30—

:®

O KEYNOTES

NOTE: AL ITENS ARE NEW UNLESS OTHERWISE NOTED.
GENERAL NOTE: ALL ITEMS ARE NEW UNLESS OTHERWSE NOTED

NEW CLAD METAL FLASHING PER ROOF MANUFACTURERS AS
DETAILED AND PER ROOF MANUFACTURER'S SPECIFICATIONS
TYPICAL.

NEV FELT BACKED 80 ML THERMOPLASTIC PVE MEMBRANE
ROOF NATERIAL OVER 1/2 INCH DENS DECK APPUED OVER
EXISTING LIGHT WEIGHT ‘CONCRETE SUBSTRATE,

REPAR AND RESTORE () LICHT WEIGHT CONCRETE W/
SIKA-QUICK 1000 PER_SPECIFICATIONS. PROVIDE ALLOWANCE
FOR RESTORATON OF 25% OF TOTAL AREA WHERE (E)
ROOFING IS REMOVED.

REMOVE (E) INSULATING CONCRETE AND INSTALL NEW LIGHT
WEIGHT CONCRETE PER SPECIFICATIONS WHERE EXISTING IS
WATER DAMAGED (LOCATIONS TO BE DETERMNED IN FIELD)
PROVIDE ALLOWANCE FOR 20 CUBIC YARDS OF INSTALLATION

OF (N) LIGHT WEIGHT CONCRETE

3 NEW DRANS, DOMES AS DETAILED AND PER SPECIFICATIONS.
SEE ADDED ALTERNATE BELOW.

4 (E) MECH DUCT & SUPPORT SHALL REMAN. AT BOTTOM OF
DUCT SUPPORT POSTS INSTALL NEW FIASHING AS DETALED
AND PER RODF MANUFACTURER'S SPECIFICATIONS TYR. REWOVE

SCREEN EACH SIDE OF DUCT WITH

SPECIFICATIONS TYP
6 NEW FLASHING AROUND ALL PIFES, CONDUITS, VENT PIFES AS

ROOFING NANUFACTURERS. SPECIFICATIONS.

B INSTALL SARNATRED WALK PAD 3'-0" WIDE TYFICAL PER
SPECIFICATIONS.

9 INSTALL (N) DOOR THRESHOLD To NATCH (E) PER DETALS.

10 REINSTALL (E) DOOR THRESHOLD.

11 (E) METAL COUNTER-FLASHING TO REMAIN. LIFT (£)
FLASHING 7O INSTALL. (N) ROGFING.

12 REINSTALL (E) METAL EXPANSION JOINT COVER

13 NEW PVC 14 MIL HEAVY TEXTURED WALKWAY MAT TYPICAL.
“CROSSGRIP” OR *SARNATRED” AS SHOWN ON PLAN. INSTALL
PER_ROOF NANUFACTURER'S SPECIFICATIONS.

14 EXISTING COOLING TOWER AND PLATFORM TO RENAN. INSTALL

16 (£) CONDENSER OVER SLAB BASE 70 REMAIN. INSTALL
CROSS—GRIP WALK PAD UNDER THE CONDENSER.

17 INSTALL (N) SKYLIGHT PER DETAL 3/A10.2 AND FER
SPECIFIGATIONS, TYPICAL

18 (€) BOIER STACK AND CURBED OPENING TO REMAN, INSTALL
NEW FLASHING AROUND EXISTING PLATFORM AS DETALED AND
PER_ROOF MANUFACTURER'S SPECIFICATIONS.

19 (E) ELECTRICAL RISER TO REMAIN. INSTALL NEW FLASHING
AROUND RISER AS DETALED AND'PER ROOF NANUFACTURERS
SPECIFICATIONS,

20 (E) ROOF SCUPPER THRU LOW PARAPET WALL — INSTALL
METAL SCUPPER AS DETAILED AND PER ROOF
NANUFACTURERS SPECIFICATIONS.

23 () PPE THRU_ROOF,
PER_ROOF NANUFACTURERS SPECIICATIONS.

"~0" OC TO REMAN. INSTALL NEW FLASHING AT RAILING
POSTS AS DETALED AND PER ROOF MANUFACTURERS
SPECFICATINS,

25 NOT USED.

26 INSTALL NEW FLASHING AT BOTTOM OF STAR STRINGERS AS
DETMLED AND PER RGOF MANUFACTIRERS. SPECFCATONS
(TVF).

27 (€) LIGHT FXTURE MOUNTED ON ROOF TO REMAN.

UNNSTALL FOR_ROOFING DEMOLIION AND REINSTALL AFTER
() ROOFING IS INSTALLED.

28, INSTALL TWO—PIEGE WALL NOUNT SHEET METAL REGLET AND
COUNTER_FLASHING ON WIALL AS DETAILED AND PER ROOF
NANUFACTURERS. SPECIFICATIONS, TYPICAL WHERE ROGFING
NEETS BULDING WALLS

29. () PIPE/CONDUI T0_ REMAIN. LIFT OR RENOVE TEMPORARILY
TO'INSTALL NEW ROOFING. INSTALL FIFE SURPORT AS
DETAILED AND_PER ROOF NANUFACTURER'S SPECIFIGATIONS.
CONTRAGTOR SHALL FELD VERIFY QUANTITIES AND LOGATIONS
OF ALL CONDUITS.

30. EXISTING SATELLITE DISH AND PAN TO BE LIFTED IN PLACE

31.(E) NULTPLE PIPES, CONDUTS, ETC. ON ROOF IN THIS AREA
O RENAN_ (NOT SHOWN ON FLAN) — GONTRACTOR 1O FIELD
VERIFY LOGATIONS AND GUANTIIES. INSTALL FLASHING AS
DETAILED AND PER ROOF MANUFACTURER'S SPECIFIGATIONS.

32. NOT USED

33 INSTALL LADDER AND SATETY CAGE TO GONG WALL PER

34

" SMILAR TO DET 1B/A10.2. PATCH AND REPAR (E)
COUNTER FLASHING T MATCH (E) AS REQ'D.

ISSUE FOR

ROOF LEGEND

o5 °

4 -

~————  SLOPE OF THE EXISTNG ROOF TO THE ROOF DRAINS

(o) remore sniso

TYP. TYPICAL ITEM MEANING THE SAME DESCRIPTION REPEMTIVE
i | EXISTING GRAVEL SURFAGED BUILT-UP ROOF AND
L /' RIGID BOARD INSULATION TO BE REWOVED

+ .+ | WALK PAD — SARNATRED (SERRATED), SEE
+ % 4 SPECIFICATIONS

M (©) CONC VALL THKNESS VARIES.

JUDICIAL COUNCIL OF CALIFORNIA

7/5/2016

FOR BID
(909) 985 - 0864 FAX

(909) 985 - 6939 OFFICE

SUITE 200
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820 N. MOUNTAIN AVENUE

10025 FLOWER STREET, BELLFLOWER, CA 90706

COUNTY OF LOS ANGELES

BELLFLOWER COURTHOUSE ROOF REPLACEMENT

PENTHOUSE ROOF
NEW WORK ROOF PLAN

ADDED ALTERNATE

2O—

3®

PENTHOUSE ROOF NEW WORK PLAN _ 1

REPLACE DRAIN PIPES FROM ALL ROOF DRAINS AND ALL

FINISHES, ETC. IF THEY ARE DAMAGED DURING REPLACEMENT OF
PIPES.

2015053
o
04-2016

oRa

£
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HOT-4R WELD

7

SARAFASTENCR AND-
DISC 12 K. 0.

SARNAIL 5327 WEMBRANE,
NECHANCULLY ATFACHED

accerrasLe EE.ETM»

L 0E

18-NGH WAxiuuM

Z—umun. ss27 uemae,

ROOF HATCH UNIT

GROMMETTED FASTENER 12 INCHES 0.C.

NETAL EXTENDER PIECE WITH SARNAFIL
SEALANT ONTO BACK SIDE

X
X

SARNAFIL FLASHING TO
ACCEPTABLE SUBSTRATE

2
oS

5%
o2

P
o3

SPECIFIED. SARNAFIL SECUREMENT

a9

oS

HOT-&IR WELD.
SARNAFIL MEMBRANE
/2" DENSDECK

8 INCHES MIN.
SXRXXXK

R
X

P
&

PIPE PENETRATION

SARNAFIL MEMBRANE CAP

ALUMINUN TAPE (SEE NOTE)

SARNAFIL FLASHING NEMERANE
SARNAFASTENER AND SARNADISC

SARNAFIL BASE FLASHING,
HOT-AIR WELDED

SARNAFIL NEMBRANE
1/2° DENSDECK

8 INGHES MIN.

NOTES:
1) ALUMINUN TAPE IS REQUIRED IF EXISTNG PENETRATION 15 CONTAMINATED.
2)VAPOR BARRIER SHALL BE SEALED AT EDGES,

At

STANLESS STEEL

Fuy dorere

WHERE DAAGED, SE
. FOOF PLANS

NOTES:

1. DETALS ON THIS SHEET ARE TO SHOW ATTACHMENT QF
ROOFING COMPONENTS, THE (E) SUBSTRATE UNDER (E)
ROOF MAY VARY. CONTRACTOR SHALL FIELD VERIFY (E)
CONDITION BEFORE INSTALLATION OF NEW ROOFING
COMPONENTS.

2, REFER TO ROOFING SPECIFICATIONS FOR ADDITIONAL
INFORMATION.

3, ALL ITEMS IN DETAILS ARE NEW UNLESS OTHERWISE
NOTED.

4, ALL FASTENERS EXPOSED TO WEATHER SHALL HAVE
NEOPRENE WASHERS AND PER ROOFING SPECIFICATIONS.

preinivrighiey L @ conc roar suAs
1/2" bens oeck : ST . o e
A 7 aron sume oo s (£) cone noo @ o v acn | AT e enite
NNBULATION T0' REWAI. REPLAGE ]
SR e e D o, Sis VHERE DANAGED, SCE R007 suas VHERE DANAGED, SEE ROOF
TYP MECHANICALLY ATTACHED WALL FLASHING
NO SCALE | (02 WALL FLASHINGS GREATER THAN B INGHES IN HEIGHT) 17 |No SCALE | TYP ROOF ACCESS HATCH / SKYLIGHT 13|NO SCALE TYPICAL VENT STACK 9 |No scAE ROOF /PIPE PENETRATION FLASHING DETAIL 5 |No scAE GENERAL NOTES FOR ALL DETAILS 1
USE WERS SURFACE MOUNTED REGLET COLNTERFLASHING
CONTINUOUS METAL HOOK STRIP PLACED A NINMUM OF 10" ABOVE NEMBRANE SURFACE ° nmmm& Tor ;o<m;mﬁ>Wﬂmw,Lmn
RNACLAD WETAL FASTENED 4 IN, sbt pENETRATION USE NER'S POLYURETHANE SEALANT ) N
G.C..STAGGERED. USING, GALVANIZED 00 NOT USE CLEAR SLICONE SEALANT  searant
ANNULAR RING NAILS OR OTHER ° GALV. METAL
ACCEPTABLE FASTENER SECI NT FASTENED AT SARNAFIL SEALANT (SEE SPEC) v 0 STRUT 2
SARNAFIL FLASHING STRIP, BASE OF WALL GR CURS 3 conour [
SECURELY ANCHORED o ALTERNATE BASE FASTENING SARNAFIL MEMBRANE STAINLESS STEEL HOSE CLAMP FASTENER: 0 CONDENSATE 0 W
REATED 3X D NAILER . LINE, ETC, ~
CaReny ANEHORED 1/2" DENSDECK ! _z.Az_zq._ SARNAFIL FLASHING MEMBRANE v w
[ |=——SARNAFIL FLASHING TO WALL w
ACCEPTABLE SUBSTRATE SARATL FLASHNG STRIP. 4 SREASTENR A0 5
T < PECIFIED SARNAFIL SECUREMENT ATLCRED SARNAFIL SECUREMENT E SARNADISC VG BASE FLASHNG p e 7 .
OT-AIR WELD al e
(c:_lt\ " SARNAFIL MEMBRANE m mwﬂu»ﬂr%m-m%m%;mx_zm; HEAT WELD o =l
PURPOSE & /2" DENSDECK ol v ° =
TAPE - SARNAFIL MENBRANE PVC MEMERANE RUBBER BLOCK PLACED AT
1/2" DIA. SIMPSON - 1/2" DENSDECK = 0" MAX ON CENTER BY
THTEN HD SCREW - DENS DECK OVERLATMENT HOARD N “ONG PIPEGUARD" OR
g 4 af Ls N 3 ARPROVED EQUAL.
B B 2
2713 TYP. - . o 1 ww
T 1D & USE VERTICAL EXTENSION ASSEMBLY 88
4 v () CONC (k) INSULATING GONC W/ INSULATING CONC W/ 3 T0 PROVIDE SLOPE TO DRAN FOR 27
a ROOF SLAB  pidin INSULATION BOARDTO RIGID INSULATION BOARD CONDENSATE LINES. NSTALL WALKPAD I’
4 REMAIN. REPLACE WHERE () NSULATING CONC W emCDe Smwmmzm?umﬂo;mmm v » PROTECTION PROTECTION MATERIAL UNDERNEATH 22
DAMAGED, SEE' ROOF PLANS (E) CONC ROOF  WHERE DAMAGED, SEE ROOF ROoF pLaNs o v MENBRANE AL SUPPORT. BLOCKS g8
NOTES: SLAB PLANS i e © N -4
cnﬂrmww SHALL BE SECURELY >zs§szs THE DECK TO RESIST A 5 NOTE: 1. USE OMG PIPEGUARD PER SPECIFICATIONS OR APPROVED EQUAL.
HOTUAL L3S PREVEN HON DATA, SHEET" 48 REQOUMENDATIONS. " A (Riasanas coc w roD (E) CONCRETE ROOF SLAB INSTALL PER VANUFACTUREK'S, RECOMMENDUTIONS TYPICAL
- (E) CONC Rook o INSULATION TO_ RENAIN. REPLACE 2. RUBBER BLOCK WITHOUT METAL STRUT MAY BE USED FOR SINGLE u
2) VAPOR BARRIER SHALL BE SEALED AT EDGES. Sihs WHERE. DAMAGED, SEE ROOF L EWHERE 1S APPROPRATE. 2
PLARS i3
S g
<03
NO SCALE | PARAPET WALL WITH SARNACLAD METAL 18 [No SCALE | TYP ROOF RIDGE 14No scALE _ TYPICAL PIPE FLASHING DETAIL 10 [No scALE _ ROOF/WALL FLASHING DETAILS _ 6 [No SCALE | PIPE SUPPORT DETAIL 283
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